Within the product line dedicated to the transport and custody
of explosives, Tecnove Security has developed two types of
products: transportable explosive stores and armoured doors for
explosive storehouses. Both have been awarded the pertinent
certifications and comply with current legislation.

The armoured doors have a reinforced frame which is designed
so that it can be adapted to the preframe structure. It can be
a single or double door.

The transportable explosive containers with their self-protection
system, made in compliance with technical criteria published in
June 2003 by the Ministry of Economy and with current legislation
concerning explosives, are designed so that they can be safely
installed in any location. They can also be transported, as they
have been configured as ISO containers.

These containers are lined with a 6 mm and 4 mm stainless steel
sheeting on the interior and exterior respectively and are filled
with a highly-resistant cement base which is resistant to blow
torches and abrasion.

: - 6 mm stainless steel sheeting on the exterior.
- 4 mm stainless steel sheeting on the interior.
- Filled with a highly-resistant cement base which is resistant
o to blow torches and abrasion.
m mmmm - Stainless steel exterior hinges.
I ) - Inner compartment to hold door mechanisms, with
stainless steel lid.
- Hinged anti-lever structure on side.
- Bolt blocking system (passive informers that are activated
in the case of mechanics and heat attacks).
- Locks in compliance with Private Security Regulations.
: - Security lock with double bit key that can’t be copied and
anti-skeleton key.
- Electronic combination lock with 106 possible combinations
and radiological protection (according to Standard
UL 768, 1R).
h - Both locks are separate from each other to make attacks

: more difficult.
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